
Foosball Table
Buying Guide

Table Sizes and Room Space

Construction

One of the key aspects when comparing foosball tables is the number of goalies. 
American three-man goalie table has the goalie with two other defenders, while the 
one-man goalie exists on European foosball tables.

Goalie Configuration 

Bearings

Players

High Quality Hand-
Painted Weighted Players

Antique Robotic Style 
Weighted players 

Robotic Style Weighted Players 
with No-Tools Required 

for Easy Assembly 

Weighted Players - For the best gameplay, tables with counter-weighted players o�er the best playability because 
the men stay in horizontal position until the rod is turned, o�ers easier rotation to defense your position.
 
Assembly - This is the place where it will take up most of the time since there are 26 players need to be assembled 
onto the rods. Traditional assembly type of players (screw-in each player) will take longer time compare to the 
modern, no-tool clip-on type of players.

Recommendations

Features /
Products

FS054Y19011 FS056Y19027 SOC056_217B FS056Y19033 SOC058_047B

Dimensions

Construction

Bearings

Players

Playfield

54” x 27.3” x 34” 
(LWH)

56” x 29” x 35” 
(LWH)

56” x 29” x 34” 
(LWH)

56” x 29” x 34” 
(LWH)

58” x 30” x 34”
(LWH)

12mm Thickness 
MDF

12mm Thickness 
MDF 

12mm Thickness 
MDF

12mm Thickness 
MDF 

9mm Thickness 
MDF

MDF with PVC 
Lamination

• 3-Player Goalies 
• Easy Assembly 
Weighted Players

MDF with PVC 
Lamination 

MDF with Veneer 
Paint 

MDF with Painted 
Wooden Cabinet

MDF with PVC 
Lamination

• 3-Player Goalies 
• Easy Assembly 
Weighted Players

• 3-Player Goalies 
• Easy Assembly 
Weighted Players

• 3-Player Goalies
• Metal Finish 

Weighted Players

• 3-Player Goalies
• Robotic Style 

Weighted Players

Rods

Features

Accessories

Price Range

5/8” Diameter 
Hollow Steel Rods

5/8” Diameter 
Hollow Steel Rods

5/8” Diameter 
Hollow Steel Rods

5/8” Diameter 
Solid Steel Rods

5/8” Diameter 
Hollow Steel Rods

Enhanced Smooth 
Gliding

Enhanced Smooth 
Gliding

Enhanced Smooth 
Gliding

Enhanced Smooth 
Gliding

Enhanced Smooth 
Gliding

Thick MDF Legs Thick MDF Legs Reinforced Metal 
Legs

Solid Birch Wood 
Painted Legs

Thick MDF Legs

2 Soccer Balls 2 Soccer Balls 2 Soccer Balls 2 Solid Textured 
Balls

2 Soccer Balls

Inexpensive Mid-Range Mid-Range High-End Mid-Range

Standard full-sized foosball table is about 56 inches long.
Alternative foosball table size can have a smaller length of 54 inches without compromising the playing surface dimensions. 
The width does not include fully extended rods on both sides of the table so be sure to check out the below suggested 
room size for players to move around �exibly.

Suggested Room Dimensions

8 FT

10 FT

54”-58’’
Foosball

Most common materials used in the construction 
include solid wood and MDF (mixed wood).

Mixed wood such as MDF varies in thickness and density, 
more resistant to humidity compare to solid wood. 
Generally, rails and aprons that are close to 1-inch thick will 
provide higher durability overtime and laminated thick 
play�eld will result in higher playability. The key point is to 
have heavier, thicker surface and walls to ensure quality 
long-term performance.

Additionally, the �nishing of the surface paints 
(high-end furniture models) and laminate (mid-level models)
 will also enhance the look and durability of the table.

Rods Standard playing rods are made of steel with 5/8-inch in diameter with plastic or 
wooden handle grips. 

Types of rods include hollow and solid; Hollow steel rods are lighter, which allows 
users to play with more speed whereas solid rods provide sturdier feel.

A bearing is a part that is inserted into the holes on side walls where it 
allows rods to slide in, out and rotate. 

The bearings allow great resistant to friction so you can easily perform shots. 
Quality foosball bearing parts will include beads to increase a smoother gliding 
of the rods and faster shot performance. 


